
Electric Stencil Cleaning 
Machine

Model:SME-800

Clean solder paste stencil;

Clean red glue stencil, Resin mask, Copper mask;

Clean misprinted PCB;

Clean   Big size PCBA.

Clean squeegee
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SME-800 Machine Features

• aquesous cleaning liquid, clean +rinse+dry process.

• Not only setncil ,but also cooper stencil, mis-printed PCB, squeegees.

• The best mechanism design--stencil move back and forth while spray rods 

and air knives on the two sides of stencil fixed.-- make the machine stable 

and very few frictions. 

• no soft liquid hose or hot air hose broken frequently because of high liquid 

and air pressure and hose frictions.

• Real time filtrer system, make liquid and water can be recirculated 

used,save liquid and water, no solder balls comes back to stencil surface 

again after clean and rinse off. Especially for precise stencil' clean.

• 4 spray rods with spray nozzles on it ,conver all the surface of stencil.

• 4 air knives with high volume and high pressure air blower, make it dry the 

stencil quickly.

• SUS304 stainless steel structure, all machine parts which connected liquid, 

water or hot air are SUS304 material. solid and stable.
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SME-800 Features

• One key easy operation, all cleaning ,rinse and dry process are completed in 

one cycle.

• Visible window on cleaning chamber, all process are visible.

• Compressed- air blow out remain liquid in pipes after cleaning process, save 

up to 50% liquid.

• PLC control, TP English interface, 20 sets of programmes can be set and 

edited.

• Equipped with air pump liquid/water add and drained automatically accroding 

to requirement.

• world wide famous brand, high quality electric parts, penumatic parts, reliable 

and stable.

• High cleaning efficiency;

• Low liquid consumption
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SME-800 Specifications

No. Item Specification

1 Stencil size 750mm(L) ×750mm(W) × 40mm(H) as max

2 Capacity of tank 60L x2 pcs.  ( liquid tank  and water tank)

3 Clean time  3~5 minutes

4 Rinse time 1~2 minutes

5 dry time  3~6 minutes 

6 Clean liquid aqueous cleaning liquid for cleaning

7 rinse  liquid DI water or DM water

8 clean/rinse method high pressure liquid/water spray clean and rinse

9 dry method hot air blow dry

10 Liquid or water heat temp room temperature  to 60oC

11 Dry air heat temp room temperature to 90oC

12 Clean heater power 9KW
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SME-800 Specifications

No. Item Specification

13 rinse heater power 9KW
14 Dry heater 6KW
15 Filter grade 1μm for cleaning, 1 μm for DI water
16 Electric pump 4HP stainless steel l pump
17 Hot air blower 5.5 HP 

18 Exhaust air vent Φ120mm

19 Power supply
380VAC, 3 Phase, 50HZ , 33KW(13kw when macine is 

working)

20 Air supply 0.5~0.7Mpa

21 Weight 720KG

22 Dimension 1300mm(L) ×1400mm(W) × 1950mm(H)
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Pneumatic Stencil Cleaner

Model：SME-750
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SME-750 Main Features：

•Special designed for large size stencil such as LED light tube , server ect.

1. SUS 304 structure, Acid and Alkali corrosion resistance, 10 years 

lifespan.

2. All liquid pipes are SUS304, no plastic pipes.

3. Only driven by compressed air, no use electric power at all. 

4. One button easy operation, clean and dry complete automatically.

5. Patent 360°rotate spray rods on both sides , ensure good cleaning 

quality and stable stencil tension.

6. Liquid recycle use, low consumption.

7. Inner-lock safety door and safety valve, once open, machine will be 

stopped immediately.

8. 3-level precise liquid filtering system. Liquid used repeatedly.

9. Super well-known Pneumatic parts from all over the word     

manufactures.

10. Modular design, easy maintenance.

• Liquid recycle use, low consumption.

• Inner-lock safety door and safety valve, once open, machine will be stopped immediately.

• 3-level precise liquid filtering system. Liquid used repeatedly.

• Super well-known Pneumatic parts from all over the word manufactures.

• Modular design, easy maintenance.
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One key operation; wash+rinse process are completed automatically.

Large filter cartridge，sealed rotatory mechanism, powerful cleaning result；
Double side stencil clean, stencil tension not affected.

Before 
cleaning

After 
cleaning
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SME-750 main spec

S/N ITEM SPEC REMARKS

1 Stencil size 750mm(L) ×750mm(W) × 40mm(H)as max

2
Liquid tank 

capacity
40L（as max）

3 Wash method
360°double side rotary nozzles liquid 

spray wash

4 Dry method
360°double side rotary nozzles spray 

liquid air blow dry

5 Clean time 3-5 min（solder paste stencil）

6 Dry time 3-5 min（solder paste stencil）

7 Filter system

1mm SUS 304 fliter net—Protect pum；
20um filter bag — for lables, screws;

1um filter elements— for solder balls,red 

glue.

Liuqid 

recirculation 

use

8 Air supply 0.5Mpa~ 0.7Mpa

9 Air consumption 400-600L/min

10 Net weight 230Kg

11 Vent size Φ120xH30mm

12 Machine size 800mm(L)×950mm(W)×1650mm(H)
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SME-5200 introduction

SME-5200 Fixture Cleaning Machine is used to clean grease, flux, dusts on the surface

of all kinds of SMT fixtures，tray, reflow oven cooler and filter, wave-soldering oven

claw, chains, and nets…etc.

SME-5200 is made up of wash unit, rinse unit, dry unit, rotation cleaning basket unit

and control unit. Put the dirt SMT fixtures on to the cleaning basket, setting the cleaning

parameters, the machine will automatically complete wash, rinse and dry process by just

pushing start key. The fixtures after cleaning is very clean and dry, ready to use at any

time.
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• . Total SUS 304 structure, resist Acid and Alkali corrosion, firm and attractive.

• 1 meter diameter big cleaning round basket, can clean 20~40 pcs fixtures at one 
time.

• Clean liquid spray from 3 spray rods on upper/lower and front side, cleaning basket 
rotates during cleaning.

• Clean liquid pressure up to 6kg/cm2, make it throughly clean of whole fixture.

• PLC program control, Touch-panel operation，cleaning parameters can be set and 
change conveniently.

• Easy One-button operation, high pressure clean+ rinse+ hot air dry, all process 
complete in a cycle automatically.

• Clean liquid and water heat and temperature keeping function.

• Closed-loop clean and rinse, clean detergent and rinse water are cycling filtered and 
reused in the machine.

• Standard equipped solution and water auto fill in and discharge function.

• The fixtures are clean and dry after cleaning, standby and ready for use at any time.

SME-5200 Feature:
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.

SME-5200 SPEC:

Item SME-5200 Spec

Cleaning basket size Φ1000mm x H 200mm. Special size option
Spray unit Upper/lower/front side,720°all-around spray
3-level filter system 1mm /50um/20um filters

Clean tank capacity 80L

Rinse tank capacity 80L

Clean spray pressure 5~6 kg/cm2

Clean time 5~15 Min
Rinse time 1~3 Min

Dry time 10~20Min
Clean detergent heat temp Room temp~80℃
Rinse water heat temp Room temp~80℃

Hot air heat temp Room temp~90℃

Clean pump power 2.2KW
Clean detergent power 9KW
Hot air heat power 9KW
Air blower power 4.0KW

Air supply 0.5~0.7Mpa
Power supply 3 P,AC 380V,50/60HZ,33KW

Machine size L1380 x W2100 x H 1400 (mm)
Machine weight 500KG

Professional Cleaning Equipments Supplier for SMT, PCB,Semi-conductor 



PCBA Cleaning Machine    SME-5600



（4）Specifications

Item parameters

Cleaning basket size：610mm(L)*560mm(W)*100mm(H)

x 2 layers

Concentration liquid tank 

capacity

30L

Dilution tank capacity 60L

Spray tank capacity 18L

Temporary tank heater 6KW

Cleaning time 0~99min(adjustable)

liquid temp Room temp -75 degrees / 

(adjustable)

Rinse time 1-99 times / 1~2min each time

Rinse water temp Room temp -75 degrees / 

(adjustable)

Drying time 0 to 99 minutes / (adjustable)

Resistivity meter 

monitoring range

0~18MΩ

Item parameters

Drying Temperature: Room Temp--99℃ /（Adjustable）

Drying Heater/KW： 6KW

Spray Pressure： 30PSI - 80PSI/(Adjustable）

Chemical liquid level 

filter：
0.22μm (filter microparticles: solder 

paste, rosin, flux and contaminants)

DI water Filter： 0.22μm (filter microparticles: solder 

paste, rosin, flux and contaminants)

water inlet：
1 inch fast junction interface

Water outlet：
1 inch fast junction interface

Chemical Inlet：
1 inch fast junction interface

Real - time pressure 

gauge：
3PCS (nozzle / DI water / waste liquid)

pump： 5.5KW

Outlet size： Φ100W)×30mm(H)

Power source： AC380V 50HZ 65A/0.45MPa~0.7MPa

Weight： 600Kg



（5) Features

1. the whole process  visible : the cleaning process can be visible through the front

window and LED light.

2. automatic cleaning mode: clean, rinse, dry process can complete in one cabinet and

compact machine.

3. the most scientific nozzle design: the use of left and right incremental distribution ---

to enhance cleaning efficiency,

The upper and lower dislocation distribution - completely solve the 

cleaning blind area;

4. the nozzle pressure adjustable design: to solve the small and light PCBA in the high

pressure spray under the conditions of the collision, splash problem;

5. the standard dilution tank heating system: greatly improve the cleaning efficiency.

Shorten the cleaning time;

6. a comprehensive cleaning system: for SMT; THT PCBA after welding the surface of

the residual rosin, water-soluble flux, no-clean flux / solder paste and other organic 

and inorganic pollutants for thorough and effective cleaning;

7. convenient cleaning dilution to add: can be manually added, but also by setting the

ratio (5% to 25%) automatically with DI water and chemical liquid (option);



8. Temporary tank and auxiliary heating system: Temporary tank is used to store dilution

and DI water. 

During cleaning process, the  air pump absorb dilution form dilution tan and send to 

temporary tank ,then wash pump absorb dilution from temporary tank to clean PCBA. 

After cleaning process, the air pump absorb dilution from temporary tank  and send them 

back to dilution tank. 

During rinsing process, the air pump absorb DI water from DI water produce machine 

and send it to temporary tank, each time after rinsing ,DI water will be discharged form 

temporary tank. The rinse water can be heated as needed;

9. Lower operating costs: built-in filter makes the dilution repeated used. By using

compressed air blow method at the end of cleaning process : blow the residual detergent 

off from pipeline and the pump , which effectively save 50% dilution.

10. The concentration lqiuid compensation function: the concentration of dilution will be

getting lower and lower after repeated use which will affect the cleaning effect and 

cleaning efficiency of PCBA, at this time , need to add some concentrated liquid  to 

dilution tank to compensate the dilution concentration. concentration compensation can 

improve the effective use of liquid, the concentration liquid adding amount can be 

adjustable according to the real situation.
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SMT Cleaning Machine

Inline PCBA cleaning machine Nozzle cleaning machine

Offline PCBA cleaning 

machine

Wave oven 

fixture 

cleaning 

machine 

Electric stencil 

cleaning 

machine

Pneumatic 

stencil 

cleaning 

machine

Mis-print PCB cleaning machine, Squeegee cleaning machine, reflow over cleaning 

machine…

Squeegee cleaning machine



SMT Cleaning Machine

Mis-print PCB cleaning machine Nozzle cleaning 

machine 

Wave oven  pallet 

cleaning machine  

Electric stencil cleaning 

machine 

Pneumatic stencil 

cleaning machine 

Squeegee cleaning machine



Auto Nozzle Cleaner
Model:SME-30

商业模式

无需溶剂



Functions:

1. Thoroughly clean the dirt on nozzles which ultrasonic cleaner can not clean.
2. Strong clean power  for nozzles ,even the smallest nozzle hole.
3. Very good cleaning effectiveness, extend lifespan of the nozzles.
4. No damage to the coating layer of the nozzle and its reflector panel.
5. Only use DI water or distilled water .
6. Auto clean and dry.
7. Easy operation.
8. Right for all kind of mounter nozzles .

Auto Nozzle Cleaner



Economic Benefits：
1. To reduce the cost of  nozzle；

Use SME-30 cleaning machine can clean dirty  nozzle very well，to prolong nozzle life.

2. To reduce  labors；

As the machine clean full automatically，the machine complete the whole process by itself,so

there is no need person in charge of it.

3. To reduce reject rate and defective rate of products effectively，improve SMT productivity；

The dirty and uneven  nozzle may easy make the production line cast material or mount 

shift，and cause the poor welding. Use this cleaning machine,it can keep the  nozzle 

always new，greatly improve the production efficiency.

Auto Nozzle Cleaner



Main Technical Parameters：

Auto Nozzle Cleaner

ITEM SME-30 SPEC

Air supply 0.5~0.6Mpa

Power supply AC220V, 2P,250W

Clean liquid Purified water or DI water

Clean time 3~6min

Dry time 2~4min

Spray pressure ≤0.4Mpa

Water consumption ≤300cc/Hour

Water tank capactity 800cc/Hour

Nozzle range Min01005~Max hole diameter￠2.0mm

Nozzle quantity 30 pcs

Machine size L500*W400*H455(mm)

Machine weight 40KG



SME-210 using solvent to clean mis-print solder paste on PCB. quick 
clean,easy dry, do not have any impact on PCB pads.

Mis-print PCB Cleaning 

MachineModel:SME-210



Machine Features

1. SUS 304 structure, Acid and Alkali corrosion resistance, firm and stable.

2. All liquid pipes are SUS304, no plastic pipes at all.

3. Only driven by compressed air, no use electric power,100% safe by

using solvent.

4. One button easy operation, clean and dry complete automatically.

5. 360°rotate spray rods on upper and lower sides, nozzles

misarrangement to avoid shadow problem. 

6. Liquid recycle use, low consumption.

7. Inner-lock safety door and safety valve, once open, machine will be

stopped immediately.

8. High volume liquid filtering system. Liquid used repeatedly.

9. Inner cleaning chamber, mirror SUS304 material, less solvent

contamimation on chamber sides.

10. Modular design, easy maintenance.Super well-known pneumatic parts

from all over the word manufactures.



Machine Main SPEC

S/N ITEM SPEC REMARKS

1 PCB  size 450mm(L) ×450mm(W) × 180mm(H)as max

2
Liquid tank 

capacity
60L（as max）

3 Wash method
360° upper and lower side rotary nozzles 

liquid spray wash

4 Dry method
360°double side rotary nozzles spray liquid 

air blow dry

5 Clean time 3~6 min（solder paste stencil）

6 Dry time 3~6 min（solder paste stencil）

7 Filter system

1mm SUS 304 fliter net—Protect pum；
20um filter bag — for lables, screws;

1um filter elements— for solder balls,red 

glue.

Liuqid 

recirculation 

use

8 Air supply 0.5Mpa~ 0.7Mpa

9 Air consumption 400~600L/min

10 Net weight 260Kg

11 Vent size Φ125xH30mm

12 Machine size 1060mm(L)×800mm(W)×1600mm(H)



SMT Cleaning Machine

Inline PCBA cleaning machine Nozzle cleaning machine

Offline PCBA cleaning 

machine

Wave oven 

fixture 

cleaning 

machine 

Electric stencil 

cleaning 

machine

Pneumatic 

stencil 

cleaning 

machine

Mis-print PCB cleaning machine, Squeegee cleaning machine, reflow over cleaning 

machine…

Squeegee cleaning machine
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